
Ficha técnica                                                  

Film Pet Grey back for roll up 250gr

       SHANGHAI UNISIGN INDUSTRIAL
MATERIAL CO.,LTD

TEL: 0086-21-54179996, 54178887    FAX: 0086-21-5417661
    WEBSITE: www.unisign.com.cn Email: sales@unisignflex.com

RUP250GE
Non-curl Grey Back Banner

Item Unit Value Test Method 

Thickness of substrate Micron 0.23mm /

Total thickness Micron 0.25mm /

Substrate PVC

Width m 0.914, 1.06, 1.27, 1.52

Tensile Strength N/5cm Warp 1182 DIN53354 BS3424
Method6AWeft 1173

Tearing Strength N/5cm Warp 34 DIN53356 BS3424
Method7AWeft 27

Temperature 
Resistance ℃ －20～70 DIN53357 BS3425

Method10

Flammability B1, B2, M2, NFPA701, etc (on options)

Ink Printability Solvent, Eco-solvent, UV and Screen Printing

Advantages

◆ Super smooth surface for high resolution printing.
◆ Grey back and opaque.
◆ Non-curling at the edge and lay-flat appearance.
◆ No lamination needed.

Applications ◆ Display system, Roll-up, Pop-up, X-Banner, Scrolling banner
◆ Hanging graphics for exhibitions, retail display, corporate events

Statement All technical information herein is based on tests by UNISIGN Technical 
Laboratory.


